
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 3715-14
	matlcode: 216.02.02.00
	matcodedes: Soil Retention Covering, Blanket
	prodname: SC32 BD
	prodcat: Soil Retention Covering\SR Blanket\SRB [Biodegradable Class 1]
	prodrepattn: Joel Peterson
	prodrepaddress: US Technical Sales and Market Development6110 132nd Ave NESpicer, MN  56288
	prodrephone: 320-220-1683
	prodrepfax: 320-796-0431
	prodweb: www.erosioncontrolblanket.com
	prodmanattn: Mark Myrowich
	prodmanaddress: Erosion Control BlanketBox 69Riverton, MB  R0C 2R0
	prodmanphone: 204-378-2142
	prodmanfax: 204-378-2140
	prodmanweb: www.erosioncontrolblanket.com
	prodesc: The Erosion Control Blanket SC32 BD is an extended term double net straw / coconut fiber erosion control blanket designed for used on sever slope and channel applications requiring erosion control for up to 24 months depending on moisture, light and environmental conditions.  The top and bottom nets are 100% jute, leno weave biodegradable nets stitched together on 1.5" centers with 100% biodegradable cotton thread.  The SC32 BD meets all requirements established in the FHWA FP-03 as a Type 3B erosion control blanket for use on slopes with gradients not exceeding 1.5:1 (h:v) and has been tested by the National Transportation Product Evaluation Program (NTPEP).  The SC32 BD comes packaged in green shrink-wrap with a tan band and includes installation instructions.  SC32 BD will provide a "c" factor + 0.002, Maximum Permissible Shear Stress = 2.00 lbs per sq ft, Maximum Permissible Velocity of 8 ft/sec, Manning's "n" = 0.03 for design purposes.
	prodresc: SC32 BD should not be used on gradients exceeding 1.5:1 or in areas where the permissible shear stress exceeds 2 lbs per square foot.
	produse: SC32 BD can be used on slopes of up to 1.5:1.  In channel applications it can be used where un-reinforced vegetation will withstand expected shear stress.
	prodbene: SC32 BD will provide environmental benefits to CDOT as it is 100% biodegradable.  It is also available in widths up to 16' and lengths of 337.5' which will reduce costs by having less overlap and waste.
	specastm: Yes
	specastmtext: D 6459, D 6460
	specaashto: Off
	specoaashtotext: 
	specfhwa: Yes
	specfhwatext: FP-03 713.17 Type 3.B
	specother: Off
	specothertext: 
	specodt: Yes
	specodttext: Standard Specification Section 216.02
	testfhwa: Off
	testfhwattext: NTPEP, Large-Scale Channel Erosion Testing (ASTM D 6460) (September 2012)
	testother: Yes
	testotherttext: TRI/Environmental, Inc. for NTPEP (August 23, 2012) for ASTM D 6459 (September 21, 2012) for ASTM D 6460
	testaashto: Yes
	testaashtottext: Large-Scale Slope Erosion Testing (ASTM D 6459) (August 2012)
	testother2: Off
	testother2text: 
	dotapp: 
	sampsub: Yes
	msds: Yes
	notesadd: No State DOT Approvals for this product.


