COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3893-15

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 606.02.03.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Guardrail, End Treatments
PART 1
Product name: Product category:
SRT M10 Roadway Safety\Guardrail W-Beam\Guardrail End Treatment
Product representative (name & address): Manufacturer (name & address):
Attn: Chuck Norton Attn: Jonathan Nordquist
Trinity Highway Products, LLC Trinity Highway Products, LLC
950 West 400 South 950 West 400 South
Centerville, UT 84014 Centerville, UT 84014
Phone: (800) 772-7976 FAX: (801) 292-2145 Phone: (800) 772-7976 FAX: (801) 292-2145
Web-site address: Web-site address:
www.trinityhighway.com www.trinityhighway.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

SRT M10 (Slotted Rail Terminal - MASH Compliant) is a flared guardrail end terminal compliant with new requirements of MASH (Manual for Assessing Safety Hardware)
at Test Level 3. Re-directive, gating end terminal with ten post all-steel system with either wood or composite blockouts. Controlled Release Post (CRP) at post 1 and 9 Steel
Yielding Terminal Posts (SYTPs) at post locations 2-10. Strategically located slots in the w-beam guardrail panels. 37'-6" in length with a 4'-0" offset flare. Beginning

Length of Need at post #4.

Restrictions, (installation and/or use):
Requires transition when used with guardrail that is not 31" high, mid-span splice guardrail system.

Use of the product, (be specific to CDOT highway activities only):
Guardrail end terminal.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):
Meets the most recent crashworthy requirements of MASH. Provides flared end terminal for use with 31" high, mid-span guardrail systems.

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):
[E] cCDOT  : standard Specification 606.02, 710.05, 710.08, 710.09
[@ ASTM A 36,A 123, A 153, A 307, A 563
[E] AASHTO: M 111, M 180, M 183, M 232
[E] FHWA : MASH Test Level 3

O other

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

] NTPEP-AASHTO:

E FHWA : Letter of Eligibility per FHWA #HSST/CC-100B (December 5, 2012)
(A other . Texas Transportation Institute (4-2011) (5-2011) (7-2011)
[E] other : Certification of Verification (October 12, 2015)

State DOT Approvals, (current documentation required):
None (New Product just being introduced to the market.)

Sample submitted: [] yes [ no O n/a | Materials Safety Data Sheets (MSDS): ] yes [ no [ n/a

Notes/Additional Comments
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	apl#: 3893-15
	matlcode: 606.02.03.00
	matcodedes: Guardrail, End Treatments
	prodname: SRT M10 
	prodcat: Roadway Safety\Guardrail W-Beam\Guardrail End Treatment
	prodrepattn: Chuck Norton
	prodrepaddress: Trinity Highway Products, LLC
950 West 400 South
Centerville, UT  84014
	prodrephone: 800-772-7976
	prodrepfax: 801-292-2145
	prodweb: www.trinityhighway.com
	prodmanattn: Jonathan Nordquist
	prodmanaddress: Trinity Highway Products, LLC
950 West 400 South
Centerville, UT  84014
	prodmanphone: 800-772-7976
	prodmanfax: 801-292-2145
	prodmanweb: www.trinityhighway.com
	prodesc: SRT M10 (Slotted Rail Terminal - MASH Compliant) is a flared guardrail end terminal compliant with new requirements of MASH (Manual for Assessing Safety Hardware) at Test Level 3.  Re-directive, gating end terminal with ten post all-steel system with either wood or composite blockouts.  Controlled Release Post (CRP) at post 1 and 9 Steel Yielding Terminal Posts (SYTPs) at post locations 2-10.  Strategically located slots in the w-beam guardrail panels.  37'-6" in length with a 4'-0" offset flare.  Beginning Length of Need at post #4.
	prodresc:   Requires transition when used with guardrail that is not 31" high, mid-span splice guardrail system.
	produse: Guardrail end terminal.
	prodbene: Meets the most recent crashworthy requirements of MASH.  Provides flared end terminal for use with 31" high, mid-span guardrail systems. 
	specastm: Yes
	specastmtext: A 36, A 123, A 153, A 307, A 563
	specaashto: Yes
	specoaashtotext: M 111, M 180, M 183, M 232
	specfhwa: Yes
	specfhwatext: MASH Test Level 3
	specother: Off
	specothertext: 
	specodt: Yes
	specodttext: Standard Specification 606.02, 710.05, 710.08, 710.09
	testfhwa: Yes
	testfhwattext: Letter of Eligibility per FHWA #HSST/CC-100B (December 5, 2012)
	testother: Yes
	testotherttext: Texas Transportation Institute (4-2011) (5-2011) (7-2011) 
	testaashto: Off
	testaashtottext: 
	testother2: Yes
	testother2text: Certification of Verification (October 12, 2015)
	dotapp: None (New Product just being introduced to the market.)
	sampsub: no
	msds: n/a
	notesadd:  


