
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 3901-15
	matlcode: 711.02.01.00
	matcodedes: Concrete, Admixture
	prodname: Eucon Stasis
	prodcat: Concrete\Admixture\Retarding || Water-Reducing & Retarding
	prodrepattn: Brian Lewis
	prodrepaddress: The Euclid Chemical Company19320 Redwood RoadCleveland, Ohio  44110
	prodrephone: 216-692-8305
	prodrepfax: 216-531-9399
	prodweb: www.euclidchemical.com
	prodmanattn: Brian Lewis
	prodmanaddress: The Euclid Chemical Company19320 Redwood RoadCleveland, Ohio  44110
	prodmanphone: 216-531-9222
	prodmanfax: 216-531-9596
	prodmanweb: www.euclidchemical.com
	prodesc: Eucon Stasis is a dual purpose liquid chemical admixture specially formulated to retard concrete for extended periods of time and can be used to stabilize the wash-out water in the drum of a ready-mix truck and/or a central batch mixer at the concrete plant.Eucon Stasis will virtually stop the hydration of cement during hot weather or extended pumping operations.Eucon Stasis can be used as a water reducing set retarding admixture to minimize slump loss. Eucon Stasis when used in combination with other water reducing and / or water reducing set retardation admixtures can control slumps of 8" to10” and retain these slumps for 2 hours or more. Eucon Stasis Meets ASTM C 494 Type D Admixture.
	prodresc: • Wear protective goggles and gloves when handling Eucon Stasis • In all case, consult the Material Safety Data Sheet before use.
	produse: Set Retarding Admixture / Cement Hydration Stabilizer
	prodbene: • Superior set retardation • Reduces water requirements • Retains slump life for 2 hours or more • Eliminates the need to use 200 to 300 gal (757 to 1136 liter) of water to wash-out versus 50 gal (189 lL) with Eucon Stasis • Saves wash-out water • Eliminates wash-out pits • Environmental hazards are reduced because wash-out water is used as batch water for the next load of concrete rather than discharging into settling ponds.
	specastm: Yes
	specastmtext: C494, Types B & D
	specaashto: Yes
	specoaashtotext: M194, Types B & D
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodt: Yes
	specodttext: Standard Specification, Subsection 711.03
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: TEC Services (January 25, 2013)
	testaashto: Off
	testaashtottext: 
	testother2: Off
	testother2text: 
	dotapp: FL
	sampsub: no
	msds: Yes
	notesadd: Free sample(s) will be sent upon request. • Add to mix independent of other admixtures. • Care should be taken to maintain Eucon Stasis above freezing; however, freezing and subsequent thawing will not harm the material if thoroughly agitated. • Do not agitate with air. (ASTM C 494 Type D) - Typical dosage rates for Eucon Stasis are 4 to 16 oz per 100 lb (260 to 1040 ml per 100 kg) of cement. It should not come in contact with dry cement or other admixtures until they are mixed in the concrete batch. Eucon Stasis should be added to the sand or water.


