
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product representative (name & address): Manufacturer (name & address):

Phone: FAX:

Web-site address:

Phone: FAX:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications, (listing those applicable is required) & Certificate of Compliance (required to certify compliance with listed specifications):

q  CDOT :

q  ASTM :

q  AASHTO :

q  FHWA :

q  other :

Product testing, (from national/independent laboratories or universities) & Certified Test Report (CTR required to validate all claims):

q  NTPEP-AASHTO :

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q  yes q  no q  n/a Materials Safety Data Sheets (MSDS):  q  yes q  no q  n/a

Notes/Additional Comments
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Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):


	apl#: 3903-15
	matlcode: 711.02.01.00
	matcodedes: Concrete, Admixture
	prodname: Plastol AMP-X3
	prodcat: Concrete\Admixture\Specific Performance
	prodrepattn: Brian Lewis
	prodrepaddress: The Euclid Chemical Company19320 Redwood RoadCleveland, Ohio  44110
	prodrephone: 216-692-8305
	prodrepfax: 216-531-9399
	prodweb: www.euclidchemical.com
	prodmanattn: Brian Lewis
	prodmanaddress: The Euclid Chemical Company19320 Redwood RoadCleveland, Ohio  44110
	prodmanphone: 216-531-9222
	prodmanfax: 216-531-9596
	prodmanweb: www.euclidchemical.com
	prodesc: Plastol AMP-X3 extended workability admixture is formulated using advanced time-release polycarboxylate technology and has been engineered for use in various concrete applications to provide extended workability of conventional, high slump, or Self-Consolidating Concrete with minimal retardation.  Plastol AMP-X3 workability enhancing admixture works in partnership with a normal, mid-range, or high-range water reducer, to aid in maintaining a consistent slump or flow over a significantly increased time period. Plastol AMP-X3 does not contain added chlorides or chemicals known to promote the corrosion of steel.  Plastol AMP-X3 has been formulated to meet ASTM C494/C494M Type S Standards.
	prodresc: • Maintain Plastol AMP-X3 above freezing; however, freezing and subsequent thawing will not harm the material if thoroughly agitated. 
	produse: • Ready-Mix Concrete • Precast/Pre-Stressed Concrete • High Slump Concrete • Self-Consolidating Concrete (SCC) • Flatwork and Mass Concrete
	prodbene: • Provides extended slump retention without retardation  • Aids in concrete placement and reduces labor cost  • Reduces or eliminates job-site addition of HRWR  • Consistent control of air content • Higher early and ultimate strengths
	specastm: Yes
	specastmtext: C494, Type S
	specaashto: Yes
	specoaashtotext: M194 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodt: Yes
	specodttext: Standard Specification, Subsection 711.03
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: TEC Services (September 10, 2012)
	testaashto: Off
	testaashtottext: 
	testother2: Off
	testother2text: 
	dotapp: CA
	sampsub: no
	msds: Yes
	notesadd: Free sample(s) will be sent upon request.  It is NOT recommended that Plastol AMP-X3 be used with naphthalene or melamine-based admixtures. Plastol AMP-X3 is typically used at dosages of 2 to 12 oz per 100 lbs (130 to 780 mL per 100 kg) of cementitious material.  Other dosages are acceptable with prior testing and confirmation of the desired performance with specific materials being used.Never agitate Plastol AMP-X3 with air or an air lance. 


