
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product Representative (name & address): Manufacturer (name & address):

Phone: E-mail:

Web-site address:

Phone:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications: (listing those applicable is required)

q   CDOT :

q   ASTM :

q   AASHTO :

q   FHWA :

q   other :

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

q  NTPEP-AASHTO:

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q   yes q  no q  n/a Safety Data Sheets (SDS):  q  yes q  no q  n/a

Alternate Product Category:

CDOT Form #595   2/16

Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):

E-mail:

q Certificate of Compliance (COC) provided Certificate of Verification (COV) provided for select categories ONLY

Re-submittal Cycle:

Additional Comments:
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  otherq :q


	apl#: 3920-16
	matlcode: 518.06.01.00
	matcodedes: Expansion Device, End Dam
	prodname: SILSPEC 900PNS 
	prodcat: Sealant [Joint & Crack]\Elastomeric Concrete End Dam\N/A
	prodrepattn: Joe Maloney
	prodrepaddress: Silicone Specialties, Inc.
2367 Glenda Lane
Dallas, TX  75229
	prodrephone: 915-276-1376
	prodweb: www.ssicm.com
	prodmanattn: Dale Baker
	prodmanaddress: Silicone Specialties, Inc.
P.O. Box 50009
Tulsa, OK  74150
	prodmanphone: 918-587-5567
	prodmanfax: Dale.Baker@ssicm.com
	prodmanweb: www.ssicm.com
	prodesc: SILSPEC 900PNS (Polymer Nosing System) is a 2-component rapid curing liquid polymer that when combined with SILSPEC Blended Aggregate cures to a dense, semi-flexible, weather, abrasion and impact resistant polymer mortar.  When Components are combined the material exhibits the following properties:
Liquid Binder:                                                                                                      Cured Mortar:
Mix Ratio:      1:1 by volume       Color:     Black                                                 Compressive Strength: 3000 Min.     per ASTM C579    PSI @ 24hrs (Method B)
Viscosity :      15-25 Poise                                                                                   Bond Strength:             2000 Min      per ASTM C882    PSI                 
Elongation:     45-65%                                                                                         Abrasion Resistance:   1.0 Max        (Tabor H-22) per ASTM C501
Gel Time:       15 to 25 minutes per AASHTO M 200-73                                     Aggregate Supplied by Manufacturer
Tensile Strength: Min. PSI 2000 per ASTM D638  |&|  Shore D Hardness @ 25°C (77°F) 65-75 per ASTM D2240
	prodresc: Do not install when ambient and surface temperatures fall below 40°F.
	produse: Used for construction or repair of expansion joints on bridge decks or other elevated structures, also utilized to repair joint edges & corner-breaks on PCCP.
	prodbene: SILSPEC 900PNS is moisture insensitive, it can be installed on SSD substrate (dry preferred).  It does not require primers to bond to concrete or steel.  It is easy to mix and
place.  If less than full batches are needed it can be easily measured and mixed.
SILSPEC 900PNS has been used on CDOT Projects as an Elastomeric Concrete End Dam meeting the requirements of CDOT Specification 518.06 and has been specified on plans by name.
	specastm: Off
	specastmtext: 
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodttext: Standard Specification, Section 518.06, Elastomeric Concrete End Dam 
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: SOR Testing Laboratories, Inc. (10-21-2015)
	testaashto: Off
	testaashtottext: 
	testother2text: 
	dotapp: 
	sampsub: no
	msds: Yes
	notesadd: SSI will supply to CDOT at no charge, a reasonable quantity of product to install a field test joint if requested.  We will further provide sufficient material for CDOT Material Laboratory Testing if requested.  Some CDOT projects that have used SILSPEC 900PNS: MTCE-03-015, STA0404-040, IM-0702-269 (Eagle County), BR 109A-018 (Otero/Powers County), IM-0702-270 (Garfield County), MTCE-R300-139 (Garfield County). Glenwood Canyon (2005 - date)
	specother2: Off
	Cert of Verif: Off
	specodt: Yes
	Testother3Text: 
	prod email: Joe.Maloney@ssicm.com
	Resub Cycle: 3 years
	State DOT Aprov: GA, MO, NE, OK, TN, TX
	testother2: Off
	testother3: Off


