COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3937-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 216.02.03.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Turf Reinforcement Mat
PART 1
Product name: Product category:
PS42 Erosion Control\Soil Retention Rolled\TRM [Class 1]
Product Representative (name & address): Manufacturer (name & address):
Attn: Alex Zimmerman Attn: Mark Myrowich
Erosion Control Blanket.com Erosion Control Blanket.com
12320 NE 37th St. Hwy 8 and Vidir Line Road
Vancouver, WA 98682 Riverton, Manitoba ROC 2RO
Phone: (360) 910-4800 E-mail: alex@ecb.ca Phone: (204) 378-2142  E-mail:
Web-site address: o sioncontrolblanket.com Web-site address: ¢, sioncontrolblanket.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
PS42 is a composite turf reinforcement matting composed of 67% UV stabilized polypropylene fibers and 33% agricultural straw fiber stitched between black
UV stabilized polypropylene top net with mesh size of 0.53 x 0.5in and a bottom net with UV stabilized black polypropylene black thread on 1.5 in. centers.
PS42 has a minimum 0.75 Ibs/sq yd of polypropylene and agricultural straw fibers that provides both temporary and permanent non-degradable reinforcement
for vegetation on steep slopes and in erosive channel applications requiring erosion protection for greater than 36 months.

Restrictions, (installation and/or use):
There are no restrictions as PS42 is designed to preform and function under normal highway maintenance conditions.

Use of the product, (be specific to CDOT highway activities only):
Designed for use on steep slopes and channels where high shear stresses will cause erosion and reinforced vegetation and public safety is desired.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

PS42 allows for the use of vegetation in areas previously thought to require rock armor. Vegetated areas reinforced with PS42 provide safer stabilization methods that require less
maintenance compared to rock riprap or alternate hard armor installations.

Specifications: (listing those applicable is required)

[O] CDOT : standard Specification Section 216.02(b)

0 ASTM : D6460

O AASHTO:

O FHWA

O other

[l Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[0 NTPEP-AASHTO:

O FHWA

O other . Colorado State University (December 2009)

EI other : TRI/ Environmental, Inc. (September 30, 2015)

[ other :
State DOT Approvals, (current documentation required): | Re-submittal Cycle: 5 years
Sample submitted: 1] yes [ no [ n/a | Safety Data Sheets (SDS): [0] yes Ono O na

Alternate Product Category:
Additional Comments:
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