COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3939-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 401.02.01.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Pothole Repair Material
PART 1
Product name: Product category:
Aqua Patch Asphalt\Roadway Patching\Pre-Mixed [Bagged]
Product Representative (name & address): Manufacturer (name & address):
Attn: Hirsohi Kato Attn: Mike Mitchell
Aqua Patch Road Materials, LLC Vance Brothers
390 N. Sepulveda Blvd, Suite 2000 5201 Brighton Ave.
El Segundo, CA 90245 Kansas City, MO 64130
Phone: (844) 869-8873 E-mail: hiroshi.kato@aquapatchroadmaterials.co | Phone: (816) 922-8046 E-mail: memitchell@vancebrothers.com
-Si : . Web-si :
Web-site address: .y aquapatchroadmaterials.com eo-site address: yw vancebrothers.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Aqua Patch is a bagged, water activated cold mix asphalt product used as a permanent repair solution for pot holes in roadway surfaces. Aqua Patch was
developed and tested extensively over a ten year period by Maeda Road, one of Japan's largest contractors. It has since been on the market in the U.S. for
the past 4 years (2012-2016). Aqua patch can be used in most climate conditions, is easy to use (clean area, place mix into hole, add water, and compact),
and is traffic ready once applied. Aqua Patch was tested by NCAT through the Hamburg Wheel Tracking Device and resulted in less than 12.5mm in 20,000
passes. Additionally, Cesare Inc. has performed testing following AASHTO, ASTM, and Colorado Procedure to verify compliance. Specifically, CP-L 5109
was performed and resulted in a TRS of 76% and CP-L 5106 with a resultant value of 32.

Restrictions, (installation and/or use):
Installation not recommended with temperatures below -10°C (14°F).

Use of the product, (be specific to CDOT highway activities only):
For use to patch concrete or asphalt roadways where deficiencies are present.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

There are several benefits to CDOT. The primary benefit is based both on quality and savings. Conventional cold mix that is used to repair pot holes is considered a temporary
repair until there is an opportunity for a more permanent repair. Aqua Patch is permanent, so the need for additional mobilizations, material, and labor is not needed and savings are
realized. Additionally, it can be applied in cold, wet climate conditions where pot holes present themselves in the winter. Lastly, once the product is applied it is traffic ready
immediately, saving the traveling public time.

Specifications: (listing those applicable is required)

CDOT  : CP-L 5109, CP-L 5106, CP-L 5120

ASTM  : D2172, D2489, D5444

AASHTO: T30, T95, T164, T166, T245, T305, T308, T324

El=imi=)=im

FHWA
other : Virginia Test Method #13, Stripping Test by Boiling Method
Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[0 NTPEP-AASHTO:

O FHwA
O other . Cesare Inc. (August 26, 2014) (August 3-12, 2015) (September 8-20, 2015) (November 5, 2015)
[ other : National Center for Asphalt Technology (NCAT) (6-04/10-2015)
[ other :
State DOT Approvals, (current documentation required): North Carolina, Tennessee | Re-submittal Cycle: 3 years
Sample submitted: [0 yes [ no O n/a | Safety Data Sheets (SDS): [C] yes Ono O na

Alternate Product Category:
Additional Comments:
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