COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 3988-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 713.17.01.04
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Traffic Control, Epoxy Marking, Modified
PART 1
Product name: Product category:
Epoplex LS65, White Traffic Control\Pavement Marking Material\Epoxy Paint, Mod.
Product Representative (name & address): Manufacturer (name & address):
Attn: Kent Stough, Jr., General Manager Attn: Kent Stough, Jr., General Manager
Epoplex Epoplex
1000 E. Park Avenue 1000 E. Park Avenue
Maple Shade, NJ 08052 Maple Shade, NJ 08052
Phone: (800) 822-6920 E-mail: epoplex@epoplex.com Phone: (800) 822-6920 E-mail: epoplex@epoplex.com
-Si : Web-si :
Web-site address: www.epoplex.com eb-site address: |\ epoplex.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

- LS65 is a two component, 100 % solids, hybridized epoxy material designed as a slow setting highway marking coating

- Abrasion resistance

- Two-to-one mixing ratio and free of acrylic monomers and suitable for spray application

- Excellent bond strength to assure good adhesion to a variety of substrates

- Protects against moisture penetration

- High UV light stable

- High reflective qualities

LS65, Epoxy Hardener, is used in conjunction with the LS65 White. As a required component it will not be listed separately on the APL.

Restrictions, (installation and/or use):
Pavement surfaces must be clean and dry prior to installation; Minimum road surface/air temperature for application of product is 40°F

Use of the product, (be specific to CDOT highway activities only):
For use on both cementitious and asphalt highway surfaces as long-lasting striping material for edging, centerline and all intersection markings.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

- UV stable

- Abrasion and corrosion resistant

- Slow setting highway marking

- 100% solids chemistry, two-to-one mix ratio with high reflective qualities

Specifications: (listing those applicable is required)

[O] CDOT : standard Specification 713.17

[E] ASTM : D-1652; D-711; D-7234; D-2240, Shore D; D-4060; D-638; D-695; D-6628; E-313; D-476, Type Il

O AASHTO:

O FHwWA

B other : ERF-25-68

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.
[ NTPEP-AASHTO: PMM-2014-01-041 (PA - White)

O FHwA

O other : KTA Tator, Inc. (January 28, 2015)

O other :

[ other :
State DOT Approvals, (current documentation required): OR, TX, VT | Re-submittal Cycle: 5 years
sample submited: [1 yes [ no [ n/a | safety Data Sheets (sDs;: [ yes [no O na

Alternate Product Category:
Additional Comments:
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