COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 4001-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 208.02.02.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Erosion Control, Silt Berm
PART 1
Product name: Product category:
Enviro-Ridge Erosion Control \ Ditch Control \ Silt Berm
Product Representative (name & address): Manufacturer (name & address):
Attn: Bryce Goehring Attn: Bryce Goehring
Enviro-Pro Geosynthetics Ltd Enviro-Pro Geosynthetics Ltd
53169 rr225 53169 rr225
Sherwood Park, AB T8A 4T7 Canada Sherwood Park, AB T8A 4T7 Canada
Phone: (780) 417-1980 E-mail: bryce@enviro-pro.ca Phone: (780) 417-1980 E-mail: bryce@enviro-pro.ca
-si : . Web-si : )
Web-site address: vy enviro-pro.ca ebrsite address: . enviro-pro.ca

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Enviro-Ridge is an improved, patented, low-profile, lightweight, flexible and permeable plastic check dam for sediment control and energy dissipation in ditch
channels. Enviro-Ridge is 3.28 ft long, 10.75 inches wide, 9 inches tall and weighing 0.97 Ibs / square foot.

Enviro-Ridge’s primary innovation is its flexibility, which allows it to conform to uneven ground, offering effective performance across a variety of ditch shapes
and forming a better “seal” when installed on top of erosion control blankets.

Restrictions, (installation and/or use):
Will only function properly if installed in accordance with manufacturer's recommendations.

Use of the product, (be specific to CDOT highway activities only):
Enviro-Ridge is typically installed throughout highway medians, roadside channels, and large slopes to control runoff resulting from rain and snow melt.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

When installed as a series of berms perpendicular to flow in ditches and channels, each berm helps reduce delivery of sediment to aquatic habitats, acting as a filtration system. It's
also a huge cost savings VS rock check dams.

Specifications: (listing those applicable is required)

[O] CDOT : standard Specifications 208.05(g)

[0 AST™M

O AASHTO:

O FHwWA

O other

Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

[0 NTPEP-AASHTO:

O FHwA

O other : CVL Engineers (March 15, 2016)

O other :

[ other :
State DOT Approvals, (current documentation required): | Re-submittal Cycle: 5 years
sample submited: [0 yes [ no [ n/a | safety Data Sheets (sDs;: [Jyes [ no @ na

Alternate Product Category:
Additional Comments:
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