COLORADO DEPARTMENT OF TRANSPORTATION APL Reference No.

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY | 4053-16

Product Evaluation Coordinator Material code:
Colorado Department of Transportation 401.09.01.00
4670 North Holly Street, Unit A Material code description full name:
Denver, Colorado 80216 Bituminous Mixture, Release Agent
PART 1
Product name: Product category:
Polymeric Release Agent (#4014) Asphalt\Asphalt Release Agent\Truck & Equipment
Product Representative (name & address): Manufacturer (name & address):
Attn: Phil Padron Attn: Phil Padron
KO Manufacturing, Inc. KO Manufacturing, Inc.
2720 E. Division St. 2720 E. Division
Springfield, MO 65803 Springfield, MO 65803
Phone: (417) 866-8000 E-mail: lab@komfg.com Phone: (417) 866-8000 E-mail: lab@kkomfg.com
-Si : Web-si :
Web-site address: www.komfg.com eb-site address: |\ komfg.com

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)
Polymeric Release Agent (Product Number 4014) is a special blend designed specifically for equipment used with hot asphalt. By creating a temporary,
non-stick, protective surface, applications are quicker and build-up of asphalt is prevented. Polymeric Release Agent (Product Number 4014) has superb
release capability with most types of performance grade binders and is ideal for Superpave designed asphalt. Formula is non-carcinogenic, environmentally
safe, water soluble, and contains no solvents or petroleum hydrocarbons. KO Manufacturing's Polymeric Release Agent is an excellent way to shorten pour
times and increase the life of your machinery.

CDOT accepted dilution rate of 32:1 per NTPEP testing.

Restrictions, (installation and/or use):
Dilution range up to 32:1 for use.

Use of the product, (be specific to CDOT highway activities only):
Asphalt Release Agent, to prevent hot asphalt from sticking to the beds of transportation vehicles.

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’'s products):

Formula is non-carcinogenic, environmentally safe, water soluble, and contains no solvents or petroleum hydrocarbons and is an excellent way to shorten pour times and increase
the life of your machinery.

Specifications: (listing those applicable is required)

CDOT  : NTPEP Tested & TX DOT Approved
ASTM

AASHTO:

FHWA

other
Certificate of Compliance (COC) provided ||:| Certificate of Verification (COV) provided for select categories ONLY

goOooo-

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

I NTPEP-AASHTO: ARA-2015-04-002 (Report date: 3/29/2016)
0 FHWA
O other
O other
[ other :
State DOT Approvals, (current documentation required): |A; KS, MO, TX | Re-submittal Cycle: 3 years

Sample submitted: 1 yes [ no O n/a | Safety Data Sheets (SDS): [ yes [ no [ n/a

Alternate Product Category: NA
Additional Comments:

Page 1 of 2 CDOT Form #595 2/16



	apl#: 4053-16
	matlcode: 401.09.01.00
	matcodedes: Bituminous Mixture, Release Agent
	prodname: Polymeric Release Agent (#4014)
	prodcat: Asphalt\Asphalt Release Agent\Truck & Equipment
	prodrepattn: Phil Padron
	prodrepaddress: KO Manufacturing, Inc.
2720 E. Division St.
Springfield, MO  65803
	prodrephone: (417)866-8000
	prodweb: www.komfg.com
	prodmanattn: Phil Padron
	prodmanaddress: KO Manufacturing, Inc.
2720 E. Division
Springfield, MO  65803
	prodmanphone: (417)866-8000
	prodmanfax: lab@kkomfg.com
	prodmanweb: www.komfg.com
	prodesc: Polymeric Release Agent (Product Number 4014) is a special blend designed specifically for equipment used with hot asphalt.  By creating a temporary, non-stick, protective surface, applications are quicker and build-up of asphalt is prevented.  Polymeric Release Agent (Product Number 4014) has superb release capability with most types of performance grade binders and is ideal for Superpave designed asphalt.  Formula is non-carcinogenic, environmentally safe, water soluble, and contains no solvents or petroleum hydrocarbons.  KO Manufacturing's Polymeric Release Agent is an excellent way to shorten pour times and increase the life of your machinery.

CDOT accepted dilution rate of 32:1 per NTPEP testing.
	prodresc: Dilution range up to 32:1 for use.
	produse: Asphalt Release Agent, to prevent hot asphalt from sticking to the beds of transportation vehicles.
	prodbene: Formula is non-carcinogenic, environmentally safe, water soluble, and contains no solvents or petroleum hydrocarbons and is an excellent way to shorten pour times and increase the life of your machinery.
	specastm: Off
	specastmtext: 
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodttext: NTPEP Tested & TX DOT Approved
	testfhwa: Off
	testfhwattext: 
	testother: Off
	testotherttext: 
	testaashto: Yes
	testaashtottext: ARA-2015-04-002 (Report date: 3/29/2016)
	testother2text: 
	dotapp: NA
	sampsub: no
	msds: Yes
	notesadd: 
	specother2: Yes
	Cert of Verif: Off
	specodt: Yes
	Testother3Text: 
	prod email: lab@komfg.com
	Resub Cycle: 3 years
	State DOT Aprov: IA, KS, MO, TX
	testother2: Off
	testother3: Off


