
FOR INTERNAL CDOT USE

COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product Representative (name & address): Manufacturer (name & address):

Phone: E-mail:

Web-site address:

Phone:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications: (listing those applicable is required)

q   CDOT :

q   ASTM :

q   AASHTO :

q   FHWA :

q   other :

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

q  NTPEP-AASHTO:

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q   yes q  no q  n/a Safety Data Sheets (SDS):  q  yes q  no q  n/a

Alternate Product Category:

CDOT Form #595   2/16

Material code:

Material code description full name:

Attn: Attn:

Restrictions, (installation and/or use):

E-mail:

q Certificate of Compliance (COC) provided Certificate of Verification (COV) provided for select categories ONLY

Re-submittal Cycle:

Additional Comments:
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  otherq :q


	apl#: 4062-16
	matlcode: 711.01.01.00
	matcodedes: Concrete, Curing
	prodname: Cure & Seal LV 25% J20UV
	prodcat: Concrete\Curing Compound\Type 1 [Clear, Resin Based]
	prodrepattn: Todd Fraker
	prodrepaddress: Dayton Superior Corporation23655 E. 19th Ave., Bldg 2, Suite 100Aurora, CO  80019
	prodrephone: 303-475-8017
	prodweb: www.daytonsuperior.com
	prodmanattn: Todd Fraker
	prodmanaddress: Dayton Superior Corporation23655 E. 19th Ave., Bldg 2, Suite 100Aurora, CO  80019
	prodmanphone: 800-745-3700
	prodmanfax: dot@daytonsuperior.com
	prodmanweb: www.daytonsuperior.com
	prodesc: Cure & Seal LV 25% J20UV is an acrylic resin cure, with the added benefit of sealing and dustproofing.  It can be applied down to 35°F without it thickening.  It is ultraviolet stable and thus will not yellow.  Not only does it meet the requirements of ASTM C 309 but it meets the more rigorous ASTM C 1315 for water retention during cure. 
	prodresc: Avoid overspray.
	produse: Within the CDOT Curing Spec (601.13 (b)) this is a better choice for colored concrete & sloped surfaces as it will not discolor the substrate like standard resin.
	prodbene: This cure will enhance the CDOT Curing Spec (601.13 (b)) by adding sealing characteristics to the concrete.  As such it will help young concrete resist the affects of mag chlorides (Front Range) and salts.  Safety is enhanced by curtailing the tendency of these damaged concretes to spall.  Value is added by extending the service life of concrete not harmed by freeze thaw cycling in its initial life cycle.  Traditional cures are formulated from "yellowish" resins that will discolor substrates and colored concrete.  This product has been used for median curing and sealing by CDOT.
	specastm: Yes
	specastmtext: C 309, Type 1; C 1315, Type 1 
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Off
	specothertext: 
	specodttext: 
	testfhwa: Off
	testfhwattext: 
	testother: Yes
	testotherttext: Nelson Testing Laboratories (January 28, 2014) 
	testaashto: Off
	testaashtottext: 
	testother2text: 
	dotapp: 
	sampsub: no
	msds: Yes
	notesadd: Sample available upon request.It is to be used anywhere enhanced curing/sealing is desired, particularly applicable to protecting new concrete from the deleterious effects of salt and mag chloride.
	specother2: Off
	Cert of Verif: Off
	specodt: Off
	Testother3Text: 
	prod email: toddfraker@daytonsuperior.com
	Resub Cycle: 3 years
	State DOT Aprov: 
	testother2: Off
	testother3: Off


