
COLORADO DEPARTMENT OF TRANSPORTATION

PRE-APPROVED PRODUCT EVALUATION REQUEST & SUMMARY

APL Reference No.

Product Evaluation Coordinator

Colorado Department of Transportation

4670 North Holly Street, Unit A

Denver, Colorado  80216

PART 1
Product name: Product category:

Product Representative (name & address): Manufacturer (name & address):

Phone: E-mail:

Web-site address:

Phone:

Web-site address:

Description of the product: (Include specific quantifiable details from tech data sheet. Advertising generalities are not appropriate.)

Use of the product, (be specific to CDOT highway activities only):

Benefits to CDOT, (how will your product enhance quality, improve safety, save money, be a better value then other manufacturer’s products):

Specifications: (listing those applicable is required)

q   CDOT :

q   ASTM :

q   AASHTO :

q   FHWA :

q   other :

Product Testing: (National/independent laboratories or universities with Report Date.) Certified Test Report (CTR) provided to validate all claims.

q  NTPEP-AASHTO:

q  FHWA :

q  other :

q  other :

State DOT Approvals, (current documentation required):

Sample submitted:  q   yes q  no q  n/a Safety Data Sheets (SDS):  q  yes q  no q  n/a

CDOT Form #595   01/2021

Attn: Attn:

Restrictions, (installation and/or use):

E-mail:

q Certificate of Compliance (COC) provided Certificate of Verification (COV) provided for select categories ONLY

Expiration Date

Alternate Product Category:
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  otherq :q

CDOT USE ONLY

Material Code

Material Code description full name
CDOT Use Only

CDOT Use Only

CDOT use Only

CDOT Product RESTRICTIONS by CDOT Evaluator: 

CDOT use Only
Evaluators Signature:


	apl#: 5259-21
	matlcode: 604.04.01.00
	matcodedes: Manhole, Non-Concrete
	prodname: RimRiser
	prodcat: Drainage\ Manholes & Inlets\ Manhole Riser
	prodrepattn: Gabe Judah
	prodrepaddress: RimRiser315 N Grand Blvd., suite 100Vancouver, WA 98661
	prodrephone: 3608332277
	prod email: gabe.judah@rimriser.com
	prodweb: www.rimriser.com
	prodmanattn: Dwane Paulsen P.E.
	prodmanaddress: RimRiser315 N Grand Blvd, Suite 100Vancouver, WA 98661
	prodmanphone: 3608332277
	prodmanfax: dwane.paulsen@rimriser.com
	prodmanweb: www.rimriser.com
	prodesc: RimRiser shimless adjust-to grade technology is a screw adjustment system for municipal castings and precast concrete tops. RimRiser is a safer, more  efficient, and cost-effective installation system than the age-old method of installing precast concrete tops and cast-iron frames with pry bars and shims. Rimriser technology is a far superior installation method that replaces the ineffective and cumbersome use of shims and pry bars. RimRiser shimless adjust-to-grade technology enables simple, fast, accurate, and safe setting of municipal castings such as manhole rings and covers and frames and grates to finished grade. In addition, RimRiser products work with standard precast concrete structures such as catch basin tops, inlet tops, and utility vault lids. Rimriser technology eliminates the use of shim materials including improvised shims such as rocks and pieces of wood. RimRiser technology also eliminates the use of pry bars and heavy equipment to adjust municipal castings and precast concrete tops.RimRiser simply replaces the shims with screw adjustment technology when setting to grade a municipal casting or precast concrete top. 
	prodresc: No restrictions
	produse: Rimriser is a much easier, faster, and safer method of installing municipal castings and precas concrete tops that saves valuable time and money.
	prodbene: RimRiser shimless adjust-to-grade technology reduces the overall installation cost of any municipal castings and precast concrete tops by decreasing labor installation time, lane closure time, and cost. RimRiser also exponentially increases the safety margin by eliminating the use of shims which require the installer to place hands and fingers in the danger zone. Lastly, RimRiser shimless adjust-to grade technology eliminates the use of improvised shims such as rocks, stones, metal objects, and pieces of wood which can break down over time. This break down then creates an avenue for water infiltration leading to a decreased life expectancy of the installation.
	specodt: Off
	specodttext: 
	specastm: Yes
	specastmtext: ASTM A48 Class 35B, ASTM A536, ASTM grade 1018 mild steel, ASTM AC41A
	specaashto: Off
	specoaashtotext: 
	specfhwa: Off
	specfhwatext: 
	specother: Yes
	specothertext: All precast product partners manufacture in NPCA or PCI certified plants. Conforms to "Buy America" requirements.
	specother2: Off
	Cert of Verif: Off
	testaashto: Off
	testaashtottext: 
	testfhwa: Off
	testfhwattext: 
	testother: Off
	testotherttext: 
	testother2: Off
	testother2text: 
	testother3: Off
	Testother3Text: 
	State DOT Aprov: OR
	Resub Cycle: 5 Years / 07-07-2027
	sampsub: no
	msds: Yes
	dotapp: 
	notesadd: 


