
ROADWAY SECTION STATION LIMITS 2035 ADT 20-YEAR            
FLEXIBLE ESALSS

TOP LIFT T3 T2 T1

SANTA FE WIDENING 41+07 TO 46+36 3.0'' 3.0'' 3.5'' N/A

RAMP B 503+15 TO 517+04 6,700 2,547,408 3.0'' 3.0'' 3.0'' N/A

703+10 TO 716+19

734+08 TO 739+16

739+16 TO 741+72

743+42 TO 750+82

747+56 TO 750+83

750+83 TO 776+48
3.0''

PAVEMENT DESIGN

108,000C-470 EASTBOUND 14,364,210

N/A

MERGED SECTION OF                 
FLYOVER AND RAMP B 18,700 6,304,835 3.0'' 2.0'' 2.5''

FLYOVER APPROACHES 12,000

3.0''

3.0''

3,757,427 3.0'' 3.5''3.0''

3.0'' 3.0''

Initial Serviceability 4.5

Terminal Serivceability 2.5

Str. Layer Coeff. - HMA 0.44

Design Subgrade R-value 5

Reliability Level, % 95

Overall Standard Deviation 0.44

Str. Layer Coeff.- ABC 0.11

Minimum R-value for ABC 78

PAVEMENT DESIGN PARAMTERS

5




