
[bookmark: OLE_LINK1]CONSTRUCTION TRAFFIC CONTROL GENERAL NOTES:

24. [bookmark: OLE_LINK3][bookmark: OLE_LINK4]THE CONTRACTOR SHALL MAINTAIN EXISTING TRAFFIC SIGNS AND PRIVATE BUSINESS SIGNS AS NECESSARY TO ACCOMMODATE NEW CONSTRUCTION AND TRAFFIC MOVEMENTS AS APPROVED BY THE PROJECT ENGINEER. THIS SHALL BE DONE FOR THE DURATION OF THE PROJECT.  MAINTAINING EXISTING SIGNS IS NOT PAID FOR SEPARATELY BUT INCLUDED IN THE WORK.

25. ALL CONCRETE BARRIER, IMPACT ATTENUATORS, CONSTRUCTION SIGNS, TEMPORARY SIGNALS, AND OTHER TRAFFIC CONTROL DEVICES SHALL BE IN PLACE AND APPROVED BY THE PROJECT ENGINEER PRIOR TO TRAFFIC MOVEMENT SWITCHES TO DETOURS AND/OR STAGES.

26. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING TRAFFIC DURING CONSTRUCTION OF DETOUR PAVING. THE CONTRACTOR SHALL SUBMIT FOR APPROVAL A METHOD OF HANDLING TRAFFIC PRIOR TO COMMENCING WORK.

27. ALL TRAFFIC SHALL BE AS PER THE TRAFFIC CONTROL PLANS DEVELOPED BY THE CONTRACTOR OR AS APPROVED BY THE PROJECT ENGINEER.

28. PAVEMENT MARKING PAINT SHALL BE USED FOR ALL MARKINGS UNLESS OTHERWISE NOTED. ESTIMATED APPROXIMATE QUANTITIES ARE LISTED IN THE TABULATION OF CONSTRUCTION TRAFFIC CONTROL DEVICES. 

29. SIGNS SHALL NOT BE MOUNTED, FASTENED, OR ATTACHED TO ANY CHANNELIZING DRUMS OR CONES.

30. CONTRACTOR SHALL MAINTAIN LIGHTING AT INTERCHANGES AND CROSSOVERS DURING CONSTRUCTION BY UTILIZING EXISTING, PROPOSED OR TEMPORARY LIGHTING. SEE LIGHTING PLANS.

31. THIS PROJECT IS CONSIDERED SIGNIFICANT. THE CONTRACTOR SHALL FOLLOW 630 SPECIFICATIONS FOR SIGNIFICANT PROJECTS.

32. CONTRACTOR SHALL COORDINATE WITH CDOT ITS ON USING VMS SIGNS FOR PROJECT CONSTRUCTION INFORMATION.

33. REFER TO CDOT R6 LANE CLOSURE STRATEGY, LATEST VERSION, FOR LANE CLOSURES ON I-25.

34. CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AT ALL TIMES AND THE COST OF SUCH IS INCLUDED IN THE WORK.


