FOR PLAN QUANTITIES OF PAVEMENT MATERIALS, THE FOLLOWING RATES OF APPLICATION WERE USED:

PRIME COAT (MC-70) [XXXX]…..........................@ [XX] GALS./SQ. YD.
   
SEAL COAT (RC[XX]) DILUTED EMULSIFIED ASPHALT[XXXX].@ [XX] GALS./SQ. YD.(DILUTED)
   
COVER COAT MATERIAL [XXXX]..........................@ [XX] LBS./SQ. YD.
   
TACK COAT DILUTED EMULSIFIED ASPHALT................@ 0.1 GALS./SQ. YD.(DILUTED)
   
TACK COAT (AC[XX])..................................@ [XX] LBS./SQ. YD.
   
BITUMINOUS PAVEMENT [XXXX]..........................@ 110 LBS./SQ. YD./INCH
   
AGGREGATE BASE COURSE CLASS-[X].....................@ 133 LBS./CU. FT.
   
ASPHALT REJUVENATING AGENT [XXXX]...................@ [XX] GALS./SQ. YD.
DILUTED EMULSIFIED ASPHALT FOR TACK COAT SHALL CONSIST OF 1 PART EMULSIFIED ASPHALT AND 1 PART WATER.
ASPHALT REJUVENATING AGENT SHALL BE DILUTED IN ACCORDANCE WITH MANUFACTURE'S RECOMMENDATIONS. FOR ESTIMATING PURPOSES, [XXX] GALLONS OF ASPHALT REJUVENATING AGENT TO ONE GALLON OF WATER WAS USED.
IT SHOULD BE NOTED THAT THE USE OF ASPHALT REJUVENATING AGENT IS DEPENDENT ON RESULTS OF TESTS PERFORMED AFTER COMPLETION OF SURFACING AND MAY NOT BE REQUIRED BY THE ENGINEER.
REJUVENATING AGENT, IF REQUIRED, WILL BE APPLIED AS SEAL COAT AT THE TIME OF CONSTRUCTION.  RATES OF APPLICATION SHALL BE AS DETERMINED BY THE ENGINEER AT THE TIME OF APPLICATION.
DILUTED [XXX] SHALL BE USED AS A DUST PALLIATIVE WHERE REQUIRED AND SHALL CONSIST OF A DILUTION OF [XXX] AND WATER, THE PORTIONS OF WHICH SHALL BE [XXX] PART(S) WATER AND [XXX] PART [XXX], BASED ON VOLUME MEASUREMENT.  LOCATIONS SHALL BE AS DIRECTED BY THE ENGINEER.
WATER SHALL BE USED AS A DUST PALLIATIVE WHERE REQUIRED.  LOCATIONS SHALL BE AS DIRECTED BY THE ENGINEER.
MAGNESIUM CHLORIDE SHALL BE USED AS A DUST PALLIATIVE WHERE REQUIRED.  LOCATIONS SHALL BE AS DIRECTED.  IT IS ESTIMATED THAT [XXX] GALLONS WILL BE REQUIRED ON THIS PROJECT.
THE FOLLOWING SHALL BE FURNISHED WITH EACH BITUMINOUS PAVER:

1.  A SKI TYPE DEVICE AT LEAST 30 FEET IN LENGTH.

2.  SHORT SKI OR SHOE.

3.  [XXX] FEET OF CONTROL LINE AND STAKES.
ANY LAYER OF BITUMINOUS PAVEMENT THAT IS TO HAVE A SUCCEEDING LAYER PLACED THEREON SHALL BE COMPLETED FULL WIDTH BEFORE SUCCEEDING LAYER IS PLACED.
ASPHALT JOINTS SHALL FALL ON LINES, SHOULDERS LINES OR MEDIAN LINES, EXCEPT WHERE STATED IN THE PLANS.
ALL TRAVEL LANES ARE SUBJECT TO SMOOTHNESS INCENTIVE/DISINCENTIVE PAYMENTS.  PAVEMENT SMOOTHNESS INCENTIVE/DISINCENTIVE SHALL BE BASED ON INCHES/MILE.
 THE CONTRACTOR SHALL NOT PARK ANY VEHICLES OR EQUIPMENT IN, OR DISTURB ANY AREAS NOT APPROVED BY THE ENGINEER.
MILLINGS SHALL BECOME THE PROPERTY OF THE STATE.  THE CONTRACTOR SHALL SUPPLY ALL NECESSARY EQUIPMENT TO HAUL THIS MATERIAL TO A SITE WITHIN THE LIMITS OF THE PROJECT AS DIRECT BY THE ENGINEER.
PRIOR TO PLACING BITUMINOUS PAVEMENT, THE PAVED SURFACE SHALL BE SWEPT AND CLEANED.  THIS WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE COST OF THE HOT MIX ASPHALT PAVEMENT ITEM.
THE CONTRACTOR SHALL COORDINATE THE SHOULDERING OPERATION SUCH THAT FULL COMPLIANCE TO THE EXISTING GRADES IS OBTAINED ON A DAILY BASIS FOLLOWING THE PAVING OPERATION FOR THE AFFECTED AREA UNLESS OTHERWISE APPROVED BY THE ENGINEER.
OVERLAY OF PLANED AREAS SHALL COMMENCE WITHIN 5 WORKING DAYS FOLLOWING THE PLANNING UNLESS OTHERWISE APPROVED BY THE ENGINEER.
THE PAVEMENT SHALL BE CUT TO A NEAT LINE [XXX] AS DIRECTED BY THE ENGINEER.  THIS WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE HOT MIX ASPHALT PAVEMENT ITEM.
IT IS ESTIMATED THAT THE OLD FRONTAGE ROAD(SAN LUIS STREET) IS TO BE OBLITERATED FROM BEIRSTADT WAY TO LINCOLN AVENUE.  
MOISTURE-DENSITY CONTROL WILL BE REQUIRED FOR THE FULL DEPTH OF THOSE EMBANKMENTS ON THIS PROJECT.
DEPTH OF MOISTURE-DENSITY CONTROL FOR THIS PROJECT SHALL BE AS FOLLOWS:
    FULL DEPTH OF ALL EMBANKMENTS:

BASES OF CUTS AND FILLS [2] FEET.

FULL DEPTH OF EMBANKMENT SECTIONS USED FOR DITCHES AND CHANNEL CHANGES.
EXCAVATION REQUIRED FOR COMPACTION OF BASES OF CUTS AND FILLS WILL BE CONSIDERED AS SUBSIDIARY TO THAT OPERATION AND WILL NOT BE PAID FOR SEPARATELY.
THE MINIMUM THICKNESS OF TOPSOIL SHALL BE [6] INCHES.  IT IS ESTIMATED THAT [XX] CU. YDS. WILL BE REQUIRED BASED ON THE AVERAGE THICKNESS OF [6] INCHES.
TYPE OF COMPACTION FOR THIS PROJECT WILL BE AASHTO T-[99].
CONCRETE PIPE JOINT FASTENERS AS SHOWN ON M-STANDARD ARE REQUIRED ON:

ALL CONCRETE CULVERT INSTALLATIONS EXCLUDING SIDE DRAINS.

ALL CONCRETE CULVERT INSTALLATIONS LOCATED AT STATIONS [XXX+XX].
GUARD POSTS, DELINEATORS AND [MILE POSTS] WILL BE REMOVED BY STATE FORCES AT NO COST TO THE PROJECT.  MILE POSTS WILL BE ADJUSTED OR RESET BY STATE FORCES AT NO COST TO THE PROJECT.
IT IS ESTIMATED THAT [XX] GALLONS OF PAVEMENT MARKING PAINT WILL BE REQUIRED ON THIS PROJECT AS FOLLOWS:

WHITE....................[XX] GALLONS

YELLOW...................[XX] GALLONS
        IT IS ESTIMATED THAT [XX] HOURS OF BLADING WITH A MOTOR GRADER IN THE [XX] TO [XX] FLYWHEEL
        HORSEPOWER RANGE WILL BE REQUIRED AS DIRECTED BY THE ENGINEER.
IT IS ESTIMATED THAT [XX] HOURS OF DOZING WITH A POWER CRAWLER TYPE TRACTOR IN THE [XX] TO [XX] HORSEPOWER RANGE WILL BE REQUIRED AS DIRECTED BY THE ENGINEER.
IT IS ESTIMATED THAT [XX] DAYS OF TRAFFIC CONTROL MANAGEMENT WILL BE REQUIRED ON THIS PROJECT.
IT IS ESTIMATED THAT [XX] DAYS OF TRAFFIC CONTROL INSPECTION WILL BE REQUIRED ON THIS PROJECT.
IT IS ESTIMATED THAT [XX] HOURS OF FLAGGING WILL BE REQUIRED ON THIS PROJECT.
IT IS ESTIMATED THAT [XX] SANITARY FACILITY WILL BE REQUIRED ON THIS PROJECT.
IT IS ESTIMATED THAT [XX] PUBLIC INFORMATION SERVICES WILL BE REQUIRED ON THIS PROJECT.
IT IS ESTIMATED THAT [XX] HOURS WILL BE REQUIRED FOR POTHOLING.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING AND COORDINATING WITH THE APPROPRIATE UTILITY REPRESENTATIVES TO BE ONSITE DURING POTHOLING AND SHALL LIKEWISE BE RESPONSIBLE FOR DETERMINING THE TYPE AND LOCATION OF UNDERGROUND UTILITIES AS MAYBE NECESSARY TO AVOID DAMAGE THERETO.  THE CONTRACTOR SHALL REFER TO THE UTILITY SPECIFICATION FOR ADDITIONAL REQUIREMENTS.
IT IS ESTIMATED THAT [XX] TONS OF HOT MIX ASPHALT PAVEMENT (PATCHING) WILL BE REQUIRED ON THIS PROJECT.
THE FOLLOWING CLEAR ZONE CRITERIA SHALL BE USED DURING THIS PROJECT: [XXXXXXXXXXXXXX]
WHERE NEW PAVEMENT IS TO ABUT EXISTING PAVEMENT, THE EXISTING PAVEMENT SHALL BE REMOVED TO A NEAT VERTICAL LINE USING A CUTTING SAW OR OTHER METHOD AS APPROVED BY THE ENGINEER.  SAW CUTTING ASPHALT WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE COST OF REMOVAL OF ASPHALT MAT.
ALL SURVEYING NECESSARY TO COMPLETE THE PROJECT WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE WORK.
THE CONTRACTOR SHALL PROTECT ALL EXISTING SURVEY MONUMENTATION DESIGNATED TO REMAIN FROM DAMAGE DURING CONSTRUCTION OPERATIONS. ANY MONUMENTS DISTURBED BY THE CONTRACTOR THAT ARE NOT DESIGNATED FOR RELOCATION, SHALL BE RESET AT THE CONTRACTOR'S EXPENSE.  THE CONTRACTOR AND ENGINEER SHALL NOTE THOSE MONUMENTS IN THE FIELD PRIOR TO CONSTRUCTION.  SEE TABULATION OF SURVEY.
UTILITY CONTACTS FOR THE PROJECT INCLUDE:

TIER 1 UTILITY CONTACTS:

	COMPANY
	NAME
	NUMBER

	ADESTA COMMUNICATIONS
	DUKE HORAN
	303-472-9027

	ATT TRANSMISSION
	TOM JASKE
	303-840-9771

	CDOT ITS
	JILL SCOTT
	303-512-5802

	COMCAST
	SCOTT MOORE
	720-671-3925

	COGENT COMMUNICATIONS INC
	?
	877-875-4311

	DOUGLAS COUNTY
	SEAN OWENS
	303-660-7328

	RELIANCE GLOBAL COMMUNICATIONS
	?
	877-740-6600

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


