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Colorado Department of Transportation
Structure Inspection and Inventory Report (English Units)

Element Inspection Report

Highway Number (ON) 5D: 025A
Mile Post (ON)11: 148.424 mi

EIm/En Description UnitsTotal Qty [%in 1 CS 1|%in 2 CS 2 %in 3 CS 3% in 4 CS4 Pk in5 CS 5
35/4 |Pcst Pnl Cnc Dk Bare (SF) 13,372100 %(13,372 0 % 0 0% 0 0% 0 0% 0
109/4 |P/S Conc Open Girder (LF) 1,330100 % 1,330 0 % 0 0% 0 0% 0 0% 0
205/4 |R/Conc Column (EA) 5100 % 5 0% 0 0% 0 0% 0 0% 0
215/4 |R/Conc Abutment (LF) 164100 % 164 0% 0 0% 0 0% 0 0% 0
234/4 |R/Conc Cap (LF) 80100 % 80 0% 0 0% 0 0% 0 0% 0
300/4 |Strip Seal Exp Joint (LF) 164100 % 164 0% 0 0% 0 0% 0 0% 0
301/4 |Pourable Joint Seal (LF) 164100 % 164 0% 0 0% 0 0% 0 0% 0
321/4 |R/Conc Approach Slab (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0
325/4 |Slope Prot/Berms (EA) 2100 % 2 0% 0 0% 0 0% 0 0% 0
326/4 |Bridge Wingwalls (EA) 4100 % 4 0% 0 0% 0 0% 0 0% 0
334/4 |Metal Rail Coated (LF) 378100 % 378 0% 0 0% 0 0% 0 0% 0
338/4 |Conc Curbs/SW (LF) 378100 % 378 0 % 0 0% 0 0% 0 0% 0
340/4 |Superstr Cnc Coating (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0
341/4 |Substr Conc Coating (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0
359/4 |Soffit Smart Flag (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0
501/4 |Channel Cond (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0
504/4 |BankCond (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0
505/4 |Debris Smart Flag (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0
Elem/Env Description Element Notes
35/4 Pcst Pnl Cnc Dk Bare Light transverse cracks spaced at about every 3 feet.

Some hairline to light random shrinkage cracks above pier, and near abutments.

Several pop-outs scattered throughout the #1 and #2 lanes.
109/4 P/S Conc Open Girder Some minor nicks on bottom flange of Girder 1G.
205/4  R/Conc Column Good condition.

Typical shrinkage cracks.
215/4 R/Conc Abutment Some efflorescence seeping through horizontal cold joint at Abutment 3 in Bays A,

B, & F, and at Abutment 1 in Bays C - F.

Hairline vertical cracks under girders.
234/4 R/Conc Cap Look good.
300/4  Strip Seal Exp Joint Above both sleeper slabs. _

Joint is open 2%z inches at #1, and 2 inches at #3.

Both are mostly filled with sand.
301/4 Pourable Joint Seal Between approach slabs and abutments.

Look good.
321/4  |R/Conc Approach Slab Level transition to deck.

Some hairline to light random shrinkage and diagonal cracks in forward approach

slab.
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Colorado Department of Transportation

Highway Number (ON) 5D: 025A
Mile Post (ON)11: 148.424 mi

Structure Inspection and Inventory Report (English Units)

Elem/Env Description Element Notes

325/4 Slope Prot/Berms Up to 3 ft. @ rock riprap on both abutment slopes.
Looks good, but unstable in spots.

326/4  Bridge Wingwalls U-type abutment wings. _ _ _
Some hairline random shrinkage cracks, and vertical cracks in all, some with
efflorescence.

334/4  Metal Rail Coated Galvanized Type Y bridge rail.

Looks good.

338/4 Conc Curbs/SW Light transvese cracks in top of both, and vertical cracks in faces.
Some tire scuff marks.

340/4 Superstr Cnc Coating On exterior face of exterior girders.

Looks good.
341/4 Substr Conc Coating On abutments, curbs and piers.
Starting to peel on the curbs, and at water level on the columns.
Blotted out graffiti throughout.
359/4 Soffit Smart Flag Few light trans. cracks with efflorescence.
501/4  (Channel Cond Cottonwood Creek.
Good alignment.
Main flow is in Span 1, but there is a trickle through Span 2.
504/4  BankCond Steep, but stable.
Lined with trees & brush.

505/4 Debris Smart Flag There is about 2 CY of branches and other debris caught on columns at Pier 2, and

also a 12 inch @ plastic pipe. (See 2012 Photo)

Maintenance Activity Summary

MMS Activitv Description

Recommended Status Taraet Year

353.08  Br Dk Rpr 8/8/2012 |
Seal cracks in concrete deck surface.
358.04  Substr 8/8/2012 |

Remove debris caught on columns at Pier 2.

Est Cost

2015

350

2015

150
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. Highway Number (ON) 5D: 025A  _
Colorado Department of Transportation _ S
Mile Post (ON)11: 148.424 mi

Structure Inspection and Inventory Report (English Units)

Bridge Notes

Inspection Notes

Temperature: 87°
Time: 3:55
Weather: Partly Cloudy

Scope:

NBI: Element: | |Underwater: [ ]Fracture Critical: [ | Other: Type: Regular NBI

Team Leader Inspection Check-off:
[ | Vertical Clearance
| | Stream Bed Profile

[ |[FCM's
[ | Posting Signs

[ | Essential Repair Verification

Inspection Team:

Inspection Date: 08/08/2012

Inspector: CHURCHESK

Inspector (Team Leader)
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