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Modifications made in the US 6 Bridges Design‐Build Project Sub‐account (SA) 18838 basic configuration 

related to the Federal and US 6 Interchange and BNSF RR Projects (SA 16628 & 18202) are summarized 

below:  

1. Federal Boulevard over US 6:  

Structure length: 

In SA 16628, the proposed Federal over US 6 structure has a length of 245 feet and a width of 140 feet. 

In SA 18838, the proposed Federal over US 6 structure has a length of 204.4 feet and a width of 140 

feet. 

Center pier location: 

In SA 16628, the proposed Federal over US 6 structure center pier is located at the existing US 6 center 

line. 

In SA 18838, the proposed Federal over US 6 structure center pier is located about 50.1 feet north of the 

existing US 6 center line. 

Abutment locations: 

In SA 16628, the proposed northern abutment is located at about 139.8 feet north of the existing US 6 

center line. Embankment slopes are proposed.  

In SA 16628, the proposed southern abutment is located at about 104.8 feet south of the existing US 6 

center line. Embankment slopes are proposed. 

In SA 18838, the proposed northern abutment is located at about 135.5 feet north of the existing US 6 

center line. Vertical embankment walls and retaining walls are proposed. 

In SA 18838, the proposed southern abutment is located at about 71.5 feet south of the existing US 6 

center line. Vertical embankment walls and retaining walls are proposed. 

US 6, EB and WB US 6 on‐ and off‐ramps at Federal Boulevard 

In SA 16628, the US 6 remains a similar geometry like the existing except the wider shoulders at/near 

the proposed Federal over US 6 structure. The EB and WB US 6 on‐ and off‐ramps are tie into the 

existing conditions. An EB US 6 on‐ramp is added to complete the diamond interchange configuration 

and the slip ramp is added for accessing to the Bryant Street. Partial ramp closure is proposed at the 

Bryant Street Interchange. This EB US 6 on‐ramp impacts both the Adult and Youth baseball fields of 

Barnum E. Park. 

In SA 18838, the US 6 has split vertical alignments at/near the proposed Federal over US 6 structure. The 

proposed US 6 are built to the Preferred Alternative configuration of FEIS (Federal over US 6 structure, 

diamond interchange, slip ramp, collector‐distributor roads, braided ramp, and partial ramp closure at 
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the Bryant Street Interchange). The EB US 6 on‐ramp impacts to the Barnum E. Park are minimized. Most 

of the Adult baseball field will be remained in place.  

2. US 6 over BNSF Railroad: 

In SA 18202, the proposed US 6 horizontal and vertical alignments are designed to tie into the existing 

US 6 conditions. Due to the tie‐ins on east and west ends (F‐16‐DU and gore point at Ramps G and H) of 

the proposed structure, assumptions were made that modifications on the US 6 can be limited. 

Permanent vertical and horizontal clearances are proposed to satisfy BNSF requirements and Guidelines 

for Railroad Grade Separation Projects (published by BNSF Railway and Union Pacific Railroad).   

In SA 18838, the proposed US 6 horizontal and vertical alignments are designed to the Preferred 

Alternative configuration. Tie‐ins to the existing condition criteria are lessened and the proposed US 6 

alignments have some flexibility over the SA 18202 stand along project. Permanent vertical and 

horizontal clearances shall satisfy BNSF requirements and Guidelines for Railroad Grade Separation 

Projects (published by BNSF Railway and Union Pacific Railroad).   


