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 mechanical splice:

 may be substituted for the

 ASTM A706 reinforcing steel

A welded lap splice using

 

 Engineer approved equivalent.

 Splice Clip by Erico or

Mechanical Splice (typ.), OS

as shown)

#4 (tot. 4 place

Concrete

Class D

(typ.)

4 - #4 x (h - 2")

(typ.)

Leveling Nut

Bolt Extension

Void

8"ß x (h + 1")

Caisson Extension

Existing Caisson and

Mechanical Splice

#4 ties

Existing Caisson

Circle

Anchor Bolt

Line

Existing Ground

(typ.)

Bolt Coupler

Reinforcing 

Existing Caisson

to be extended

Existing Anchor Bolts 

(tot. 2 min.)

#4 ties @ 4"

Line

Ground

Finished
no. 210, reset traffic signal pole.

in the bid price for item and the work to install these items shall be included 

Bolt extensions, nuts, washers, bolt couplers, mechanical splices, concrete, rebar 

 

at a position within reach of existing access holes.

Any necessary splices of wiring within the pole or mast arm shall be located 

 

Bolt extensions shall be fabricated with AASHTO M314-90 grade 55 steel.

 

for the existing anchor bolts and rebar ties respectively.

Bolt couplers and mechanical splices shall develop 125% of the tensile strength 

 

accordance with Section 509 of the Specifications.

All bolt extensions, nuts, washers and bolt couplers shall be galvanized in 

 

and information in the field before ordering or fabricating any material.

approved by the Engineer.  The Contractor shall verify all dependent dimensions 

observations. The grade raise and dimension "h" may be adjusted as 

Information and dimensions contained in the table are based on field 

 

construction.

The Contractor shall be responsible for the stability of the structure during 
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