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barbed selvage at top.

Knuckle selvage at bottom,

2" x 9 ga. chain link fabric.

Federal  Color No.

(Use with B-607-1)

Ò Post

over Galvanized Wire

Standard Color Vinyl  Coatings

(as per ASTM)

Munsell  Color System No.

over Galvanized Wire

Special Color Vinyl  Coatings

not given, vinyl  coating is not required.

Federal  Color No. or the Munsell  Color System No. is

If the specific color of coating is not marked and the

Alternative details may be submitted by contractor for Engineer’s approval.

Pipe shall  conform to ASTM A53 Type E or S, Grade B   = 35,000 psi.

may be on chords between posts if radius is greater than 100’.

Post shall  be vertical. Horizontal  pipes shall  be bent if radius is 100’ or less and 

Truss rods shall  have turnbuckles.

Anchorages shall  only be galvanized after fabrication.

the fence assembly shall  be galvanized and vinyl  coated after fabrication.  

Fence assembly shall  be galvanized after fabrication.  If vinyl  coating is specified, 
TYPICAL SECTION
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@ 1’-0" to all  pipes.

9 ga. steel  wire ties

(If required)

Bicycle Rubrail

joints.

panels and expansion

�" truss rods at end

�" x �" tension rod

Sidewalk

1�"ß std. galv. pipe (typ.)

1’-2" centers (max.)

Tension rod bands

2�"ß Std. Pipe Post (typ.)

�"ß carriage bolt (typ.)

1�"ß std. galv. pipe

Top of concrete

�"ß bolt (typ.)
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