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5% for DH

backfill paid separately

reinforcement corresponding to 6.637 CY/LF volume of MRS with Class 1 

For example spacing on B-504-H2: DH=16' requires 15.467 SY/LF ***

RL for top two geotextile layers = 2 x RL (Max)** 
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anticipated settlement to avoid cracking due to differential settlement. 

construction shall begin after a minimum of 45 days or 90% of 

Geotechnical report shall include anticipated MSE settlement. Roadway 8.

203.06 shall be included in the cost of the work.

sheets for additional details.  Additional quantities due to benching per 

(design height), excavation limits and face of wall. See B504 quantity 

Pay limits of Structural Backfill (Class 1) shall be bound by top of DH 7.

permanent casing and grouted with 6 KSI (Min) sand/cement grout.

Micropiles in the reinforced zone shall be cased with 8-STD pipe 6.

global stability with F.S.Í1.3. L1=L2=10 LF(Min) with 16.5 psi bond strength.

Micropile embedment (bond) lengths L1,L2 and spacing are pending upon 5.

reinforcement types, spacing, and coverage ratio.

for information only. The Contractor shall provide actual MRS (SY/LF), soil 

MRS (SY/LF) provided, according to the assumed spacings in B-504-H1, 4.

geogrid.

average roll value (MARV) in both directions or one layer of equivalent 

Top two layers shall be woven geotextile with 4800 Lb/Ft minimum 3.

table.

average DH and shall meet or exceed BP (load factored) as listed in the 

The required bearing capacity in TSF at the toe is based on 0.70 2.

for benching and other requirements.

during construction. Working drawings shall show any adjustments needed 

Required benches not shown. Contractor is responsible for slope stability 1.
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Larger of 0.45 DH or 4'

or see tabulation for DH < 12'-0"

Avg Reinforcement Length (RL) = 0.7 DH
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not needed.

level for Bridge Rail

DETAILER: Turn off 

Socket into Rock

1'-0" (Typ) Casing

for details.

See M-606-15 Style CD

located within clear zone.

Barrier required when

needed for geomembrane.

layout for possible changes

Check superelevation and site
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