
@18" (Typ)
6" Anchor pins

Class B
 Material

* Filter

bracing
Temporary

daylight pipe
perforated
4"ß Non-

board
Forming

Joint
Tee

parallel to wall
2" Min slope

Strip Drain

parallel to wall
2" Min Slope

Board
Forming

Daylight Pipe
Perforated

4"ß Non-

Bracing
Temporary

@18" (Typ)
6" Anchor pins

Jt. Mat'l
½" Expn.

Facing Element

 present
 roadway
Barrier if

100'-0" intervals
(non-perforated) @ 
Daylight drain pipe 

100'-0" intervals
(non-perforated) @ 
Daylight drain pipe 

element at 2'-0" spacing
geomembrane to top of facing 
Concrete Nail: Secures 

 (Typ)
 Backfill Class 1

 Structure
Pay limits of

(Class 1)(Typ)
* Geotextile (Drainage)

(Class 1)
 * Geotextile (Drainage)

30 mils thick (Typ.)
HDPE Geomembrane

 1'-6" along slope

Extend membrane
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Used if roadway present Used if no roadway present

Geomembrane nailed to facing element

Top of facing element varies
For Backslope With Shoring

Drain Detail

For Varying Backslope

Drain Detail

varies. See Note 3

Location along slope 

BACKSLOPE WITH SHORING VARYING BACKSLOPEFACING

1'-6"

 

 

1

Varies

1

Varies

*

10 (Min) : 1
20 (Max) : 1

6
"

10 (Min) : 1
20 (Max) : 1

1
'-

6
"

1
'-

6
'

 

***

**

1'-0" Min

Overlap

along slope
spacing
5'-0" Max 

1
'-

6
"

1'-6"

***

**

1'-0" Min

Along Slope
spacing
5'-0" Max 

3
"

6
"3
"

NOTES:

daylight drain pipe as appropriate.

The Contractor, as approved by the Engineer, may raise the location of the 3.

reinforcement layout if conflict occurs and working drawing submittal is required.

The Contractor shall provide site specific geomembrane and top soil 2.

and outlet passage.

Drain and waterproofing membrane shall be fully functional with positive slope 1.

7

W2

through geotextile filter material

drain into 4"ß pipe and pass 

***  Cut 12" wide slot and insert strip 

core flowrate of 21 GPM/Ft (Min)

Flow rate = 140 GPM/SF (Min) and ** 

work.

to be included in the cost of the 

Backfill (Class 1).  Drainage System 

included in Item No 206 Structure 

Geotextile (Drainage) (Class 1) to be 

Filter Material (Class B) and * 

8

W2

1'-0"

6

-

1

-

3

-

4

-

5

-

Overlap

10 (Min) : 1
20 (Max) : 1
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Colorado Department of Transportation

InitialsStaff Bridge Branch

FAX: 303-757-9197

Phone: 303-512-4079

Denver, CO  80204

2829 West Howard Place, 3rd Floor
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collection system.

submit benching details as part of the water 

Note: Benches not to scale.   Contractor shall 

203.06

Specification 

Standard 

Benches per 

 of the drainage path

 required to ensure the continuity

 supplier recommendations as

 strip drains at benches per

Bend, miter or radius geocomposite

minimum) (Typ)

benches (1% 

drainage at 

Maintain positive 

 System

Water Collector

 Strip Drain

Geocomposite

 Groove

½" Drip

Shoring

spacing

5' max 

required. 

Pin as 

WALL

XXXXXXXX

XXXXXXXX XXXXXXXXXXXXXX

XXXXXXXXXXXXXX

WXX of XXX


