
Existing Slope

2' Traffic Surcharge

Use B-504-H3

Use B-504-H4

Concrete Class D

Pointed steel post required

membrane & soil reinforcement)

(Pre-drill 6"ß hole to core through 

Roadway guardrail: Refer to M-606-1

by Roadway)

(Extend as defined

Blanket Material

Erosion Control

10% (Max)

5% (Min)

Finished grade

point

Slope break 

100'-0" intervals

(non-perforated) @

Daylight drain pipe

Grade

5% Min 

504-W1 or W2

Max. See Drain Detail on B-

Composite) Drain at 10'-0" 

1'-0" Wide Strip (Geo-

30 mils thick

LLDPE Geomembrane

3" HMA

Limits

Excavation 

Wall Layout
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NOTES:

B-504-C2

(Ft)

DH

(CY/LF)

MRS

(CY/LF)

BM1

(SY/LF)

MRSRL**(Ft)

(Min) (Avg) (Max)

**

**

(TSF)

H3 BP

(TSF)

H4 BP

with B-504-H3 or H4)

(This sheet must be accompanied 

48.88948.00033.00018.00040.000

47.27347.20032.45017.70039.333

45.68446.40031.90017.40038.667

44.12245.60031.35017.10038.000

42.58844.80030.80016.80037.333

41.08044.00030.25016.50036.667

39.60043.20029.70016.20036.000

38.14742.40029.15015.90035.333

36.72141.60028.60015.60034.667

35.32240.80028.05015.30034.000

33.95140.00027.50015.00033.333

32.60639.20026.95014.70032.667

31.28938.40026.40014.40032.000

29.99937.60025.85014.10031.333

28.73636.80025.30013.80030.667

27.50036.00024.75013.50030.000

26.29135.20024.20013.20029.333

25.11034.40023.65012.90028.667

23.95633.60023.10012.60028.000

22.82832.80022.55012.30027.333

21.72832.00022.00012.00026.667

20.65631.20021.45011.70026.000

19.61030.40020.90011.40025.333

18.59129.60020.35011.10024.667

17.60028.80019.80010.80024.000

16.63628.00019.25010.50023.333

15.69927.20018.70010.20022.667

14.78926.40018.1509.90022.000

13.90625.60017.6009.60021.333

13.05124.80017.0509.30020.667

12.22224.00016.5009.00020.000

11.42123.20015.9508.70019.333

10.64722.40015.4008.40018.667

9.90021.60014.8508.10018.000

9.18020.80014.3007.80017.333

8.48820.00013.7507.50016.667

7.82219.20013.2007.20016.000

7.18418.40012.6506.90015.333

6.57317.60012.1006.60014.667

5.98916.80011.5506.30014.000

5.43216.00011.0006.00013.333

4.90215.20010.4505.70012.667

4.40014.4009.9005.40012.000

3.92513.6009.3505.10011.333

3.47712.8008.8004.80010.667

3.05612.0008.2504.50010.000

2.66211.2007.7004.2009.333

2.32710.5007.2504.0008.667

2.07410.0007.0004.0008.000

1.8339.5006.7504.0007.333

1.6059.0006.5004.0006.667

1.3898.5006.2504.0006.000

1.1858.0006.0004.0005.333

0.9947.5005.7504.0004.667

0.8157.0005.5004.0004.000

0.6486.5005.2504.0003.333

0.4946.0005.0004.0002.667

0.3525.5004.7504.0002.000

113.000

107.511

102.144

96.900

91.778

86.778

81.900

77.144

75.689

71.117

69.722

65.333

64.000

59.794

58.522

54.500

53.289

49.450

48.300

44.644

43.556

42.467

39.056

38.028

37.000

33.833

32.867

31.900

28.978

28.072

27.167

24.489

23.644

22.800

20.367

19.583

18.800

16.611

15.889

15.167

13.222

12.561

11.900

10.200

9.600

9.000

8.400

7.083

6.778

6.472

6.167

5.167

4.889

4.611

4.333

3.472

3.222

2.444

49.014

47.398

45.809

44.247

42.713

41.205

39.725

38.272

36.846

35.447

34.076

32.731

31.414

30.124

28.861

27.625

26.416

25.235

24.081

22.953

21.853

20.781

19.735

18.716

17.725

16.761

15.824

14.914

14.031

13.176

12.347

11.546

10.772

10.025

9.305

8.613

7.947

7.309

6.698

6.114

5.557

5.027

4.525

4.050

3.602

3.181

2.787

2.452

2.199

1.958

1.730

1.514

1.310

1.119

0.940

0.773

0.619

0.477

48.00

47.20

46.40

45.60

44.80

44.00

43.20

42.40

41.60

40.80

40.00

39.20

38.40

37.60

36.80

36.00

35.20

34.40

33.60

32.80

32.00

31.20

30.40

29.60

28.80

28.00

27.20

26.40

25.60

24.80

24.00

23.20

22.40

21.60

20.80

20.00

19.20

18.40

17.60

16.80

16.00

15.20

14.40

13.60

12.80

12.00

11.20

10.50

10.00

9.50

9.00

8.50

8.00

7.50

7.00

6.50

6.00

5.50

13.218

12.997

12.777

12.557

12.336

12.116

11.896

11.676

11.455

11.235

11.015

10.794

10.574

10.354

10.133

9.913

9.693

9.473

9.252

9.032

8.812

8.591

8.371

8.151

7.931

7.710

7.490

7.270

7.049

6.829

6.609

6.389

6.168

5.948

5.728

5.507

5.287

5.067

4.846

4.626

4.406

4.186

3.965

3.765

3.688

3.625

3.578

3.385

2.908

2.241

1.915

1.476

1.245

1.040

0.858

0.697

0.556

0.431

10.778

10.638

10.498

10.358

10.219

10.079

9.940

9.801

9.662

9.524

9.385

9.247

9.109

8.972

8.834

8.697

8.561

8.425

8.289

8.153

8.018

7.884

7.750

7.617

7.484

7.353

7.222

7.092

6.963

6.835

6.709

6.584

6.461

6.339

6.220

6.104

5.990

5.880

5.774

5.673

5.577

5.490

5.411

5.344

5.291

5.258

5.252

4.967

4.179

3.534

2.998

2.549

2.170

1.848

1.576

1.347

1.149

0.965

***

7

W2

6

W1

10% for DH>16

16<
5% for DH

corresponding to 7.822 CY/LF volume of MRS with Class 1 backfill paid separately

For example spacing on B-504-H3: DH=16' requires 32.622 SY/LF woven geogrid ***

or RL = PLG(For 2:1 Infinite Slope)

RL for top two geotextile layers = 2 x RL (Max)(For roadway) ** 

(Ft/LF)

PLG

A

U1

Block Depth (D)

M
a
x

3
'-

0
"

M
in

1
'-

6
"

Min=D+12"

Bench for Slope

4'-0" Minimum

3

W1

0.375 DHLarger of 0.45 DH or 4'
work. 

due to benching per 203.06 shall be included in the cost of the 

B504 quantity sheets for additional details.  Additional quantities 

top of DH (design height), excavation limits and face of wall. See 

Pay limits of Structural Backfill (Class 1) shall be bound by 5. 

types, spacing, and coverage ratio.

only. The Contractor shall provide actual MRS, soil reinforcement 

to the assumed spacings in B-504-H3 or H4, for information 

MRS (SY/LF) provided with 100% coverage ratio, according 4.

with assumed spacing on B-504-H3 or H4.

Both extensible and inextensible soil reinforcements allowed 3.

listed in the table for B-504-O3 or B-504-O4 as appropriate.

average 0.83 DH and shall meet or exceed BP (load factored) as 

The required capacity in TSF at the toe is based on 2.

any adjustments needed for benching and other requirements.

slope stability during construction. Working drawings shall show 

Required benches not shown. Contractor is responsible for 1.

 

or see tabulation for DH < 10'-0"

Avg Reinforcement Length (RL) = 0.83 DH

if applicable

Roadway Fill, ~ ~
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for details

See M-606-15 Style CD

located within clear zone.

Barrier required when

needed for geomembrane.

layout for possible changes

Check superelevtion and site

Note to Designer:

WALL
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