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SECTION VIEW

Reinforced Zone

60 mils. thick

Geomembrane

100’-0" intervals

(non-perforated) @

Daylight drain pipe
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Wall Layout Line

along slope

Slope Drain
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Existing Rock Slope
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 �:1 ROCK EXCAVATION

FACING GRS WALL WITH

RAIL ANCHOR SLAB WITH BLOCK
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Concrete Class D

sheet B-504-W1 or W2

drain detail in

max spacing. See

Drain at 10’-0"

(Geo-Composite)

1’-0" Wide Strip 

10% for DH>16

16<
5% for DH

3
"

3
"

s
u
b
g
r
a
d
e

T
o
p
 
o
f
 

See note 1

Grade

Finished 

(Min.)

5% Grade

10% (Max.)

5% (Min.)

backfill paid separately

woven geotextile corresponding to 6.637 CY/LF volume of MRS with Class 1 

For example with reinforcement at each block: DH=16’ requires 27.73 SY/LF ***

RL for top two geotextile layers = 2 x RL (Max.)** 

(design height), excavation limits & face of wall. 

Pay limits of Structural Backfill (Class 1) shall be bound by top of DH 6. 

permanent casing and grouted with 6 ksi (Min.) sand/cement grout.

Micropiles in the reinforced zone shall be cased with 8-Standard pipe 5.

global stability with F.S.˝1.3. L1=L2=10 LF(Min.) with 16.5 psi bond strength.

Micropile embedment (bond) lengths L1,L2 and spacing are pending upon 4.

equivalent geogrid.

minimum average roll value (MARV) in both directions or one layer of 

All reinforcements including tails shall be woven geotextile with 4800 lb/ft 3.

table.

average DH and shall meet or exceed BP (load factored) as listed in the 

The required bearing capacity in TSF at the toe is based on 0.70 2.

construction and certified by a geotechnical engineer.

The temporary cut slope shall be stable during entire period of wall 1.

 

 

shown on Geotech recommendation.

Check slope stability during excavation

Note for the Designer: 

Excavation Limit

See B-504-V1 for details

for effect on membrane

  To check roadway super 

Note for designer: 

Socket into Rock

1’-0" (Typ.) Casing

when located to traffic

Barrier only required

 vertical and slanted)

 spacing (Stagger

 all-thread bar 5’-0"

 #18 Grade 75

8"Ý Micropile (Typ.) with

(Typ.)

4"Ý-Standard Pipe Casing 
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