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Pay Length for Item 607 Fence Chain Link (Special)

8'-0" Max

Steelrod or pipe to slide
freely in 1/4"@ Std Galv pipe

9 Ga steel wire ties
@ 1'-0" to dll pipes
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Tension bands at
1'-2" centers (Max)
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Rail end
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2" x 9 Ga chain link fabric.
Knuckle selvage at bottom,
barbed selvage at top
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3" Truss rods at
end panels and
Expn Jts (Typ)
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/—2'/2"9 Std pipe post (Typ)

3%"@ Carriage bolt (Typ)
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i< Stretcher
bar (Typ)
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Top of concrete/ /
38" Bolt (Typ)

Top of sidewalk
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END PANEL

INTERMEDIATE PANEL

1//4"2 Std Galv pipe
(Note that this post
slides freely; all others
are anchored to the
Bridge Railing)

B-607-6B

411"

3-o"
-

1-11"

PANEL AT EXPANSION DEVICE

Standard Color Vinyl Coatings

over Galvanized Wire

Munsell Color System No.
(as per ASTM)

Galvanized Only None

Brown 7YR 2.4/1.75
Green 8.8G 2.63/5.8
Black 1.8PB 1.26/0.5

Special Color Vinyl Coatings

over Galvanized Wire

OF ederal Color No
OMunsell Color System No

If the specific color of coating is not marked and the
Federal Color No or the MunsellColor System No is
not given, vinyl coating is not required.

37"

TYPICAL SECTION

NOTES

L.

Fence assembly shall be galvanized after fabrication. If vinyl coating is specified,
the fence assembly shall be galvanized and vinyl coated after fabrication.
Anchorages shall only be galvanized after fabrication.

Truss rods shall have turnbuckles.

Posts shall be vertical. Horizontal pipes shall be bent if radius is 100' or less and
may be on chords between posts if radius is greater than 100'.

Pipe shall conform to ASTM A53 Type E or S, Grade B fy = 35,000 psi.

Alternative details may be submitted by Contractor for Engineer's approval.

All seals for this set of
drawings are applied to
the cover page(s)
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Unit Information

Unit Leader Initials

0000

Colorado Department of Transportation

e

Staff Bridge Branch

2829 West Howard Place, 3rd Floor
Denver, CO 80204
Phone: 303-512-4079
FAX: 303-757-9197

As Constructed
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