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STORM DRAIN INLET PROTECTION (TYP)

ADJUST 2 MANHOLES & 5 VALVES

ADJUST MANHOLE

LANES LINES WHITE BROKEN 4"

UNTIL HAWK SIGNAL IS COMPLETE
TEMPORARY BARRIER TO BE PLACED 

AVOID MANHOLE
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SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

US 287/FEDERAL BLVD.
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ASPHALT REMOVALS.

2. SAFETY EDGE OF ABC IS REQUIRED FOR OPEN PAVEMENT AS A RESULT OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:



MEDIAN 3 MEDIAN 5

EMERGENCY CUT THRU TAPE

ADJUST MANHOLE

ADJUST MANHOLE

MEDIAN 4

LANES LINES WHITE BROKEN 4"

CENTERLINE YELLOW SOLID 4" CHANNELIZING LINE WHITE SOLID 8"

STORM DRAIN INLET PROTECTION (TYP)

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

US 287/FEDERAL BLVD.

50'0' 25' 100'

ASPHALT REMOVALS.

2. SAFETY EDGE OF ABC IS REQUIRED FOR OPEN PAVEMENT AS A RESULT OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:

Engineer of Record: G. Norris
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CHANNELIZING LINE WHITE SOLID 8"

CENTERLINE YELLOW SOLID 4"

MEDIAN 5

MEDIAN 6

DOUBLE YELLOW SOLID CENTERLINE 4"

STORM DRAIN INLET PROTECTION (TYP)

LANES LINES WHITE BROKEN 4"

OVERHEAD ELECTRIC LINES

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

US 287/FEDERAL BLVD.

50'0' 25' 100'

ASPHALT REMOVALS.

2. SAFETY EDGE OF ABC IS REQUIRED FOR OPEN PAVEMENT AS A RESULT OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:

Engineer of Record: G. Norris
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Colorado Department of Transportation

Region 1 Traffic and Safety LR

2829 West Howard Place
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STORM DRAIN INLET PROTECTION (TYP)

CHANNELIZING LINE WHITE SOLID 8"
CENTERLINE YELLOW SOLID 4"

MEDIAN 6
ADJUST VALVE

PROPOSED RAISED ENHANCEMENT AREA

LANES LINES WHITE BROKEN 4"

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

US 287/FEDERAL BLVD.

50'0' 25' 100'

Engineer of Record: G. Norris
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2829 West Howard Place

Denver, CO 80204

 

 

Numbers

Structure

No Revisions:

Revised:

Void: Sheet Subset:

Detailer:

Designer:

 

T. Pearce

Guy Norris
22388

SHE 0881-031

Sheet Number
Subset Sheets:

Init.CommentsDate:

Sheet Revisions As Constructed

 

1/15/2019Print Date:

Horiz. Scale:1:50 Vert. Scale: As Noted

L. Rajasekar

Project No./Code
File Name:

Traffic Safety and Design

PLAN SHEET

t
a
p
e
a
r
c
e
 
3
:3

4
:0

8
 

P
M
 

D
:\

2
2
3
8
8
 

d
e
s
ig

n
 
f
il
e
s
\

M
e
d
ia

n
 
s
h
e
e
t
0
4
.d

g
n

Median sheet04.dgn

ASPHALT REMOVALS.

2. SAFETY EDGE OF ABC IS REQUIRED FOR OPEN PAVEMENT AS A RESULT OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:
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CHANNELIZING LINE WHITE SOLID 8"

CENTERLINE YELLOW SOLID 4"

LANES LINES WHITE BROKEN 4"

MEDIAN 6

CENTERLINE DOUBLE YELLOW SOLID 4"

EXISTING SIGNAL

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:
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50'0' 25' 100'

Engineer of Record: G. Norris
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ASPHALT REMOVALS.

2. SAFETY EDGE OF ABC IS REQUIRED FOR OPEN PAVEMENT AS A RESULT OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:
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CHANNELIZING LINE WHITE SOLID 8"CENTERLINE YELLOW SOLID 4"

MEDIAN 7

CENTERLINE DOUBLE YELLOW SOLID 4"

PROTECTION (TYP)
STORM DRAIN INLET 

PROPOSED RAISED ENHANCEMENT AREA

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

US 287/FEDERAL BLVD.

ASPHALT REMOVALS.

2. SAFETY EDGE OF ABC IS REQUIRED FOR OPEN PAVEMENT AS A RESULT OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:
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MEDIAN 7

CENTERLINE YELLOW SOLID 4"

CHANNELIZING LINE WHITE SOLID 8"

LANES LINES WHITE BROKEN 4"

MEDIAN 8

EXISTING SIGNAL

STORM DRAIN INLET PROTECTION (TYP)

OVERHEAD ELECTRIC LINES
ADJUST MANHOLE

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

50'0' 25' 100'

DAY. 

3. ALL CONCRETE PANELS REMOVED MUST BE FILLED WITH ABC AT END OF 

ASPHALT REMOVALS.

2. SAFETY EDGE OF ABC IS REQUIRED FOR OPEN PAVEMENT AS A RESULT OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:

Engineer of Record: G. Norris

Phone:303-757-9511   

Colorado Department of Transportation

Region 1 Traffic and Safety LR

2829 West Howard Place

Denver, CO 80204
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MEDIAN 8

CENTERLINE YELLOW SOLID 4" CHANNELIZING LINE WHITE SOLID 8"

CENTERLINE DOUBLE YELLOW SOLID 4"

EXISTING SIGNAL

STORM DRAIN INLET PROTECTION (TYP)

ADJUST MANHOLE

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

50'0' 25' 100'

DAY. 

2. ALL CONCRETE PANELS REMOVED MUST BE FILLED WITH ABC AT END OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:

Engineer of Record: G. Norris

Phone:303-757-9511   

Colorado Department of Transportation

Region 1 Traffic and Safety LR

2829 West Howard Place

Denver, CO 80204
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MEDIAN 9

CENTERLINE YELLOW SOLID 4"CENTERLINE DOUBLE YELLOW SOLID 4"

CHANNELIZING LINE WHITE SOLID 8"

ADJUST MANHOLE

STORM DRAIN INLET PROTECTION (TYP)

ADJUST MANHOLEADJUST MANHOLE
PROPOSED RAISED ENHANCEMENT AREA

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

50'0' 25' 100'

DAY. 

2. ALL CONCRETE PANELS REMOVED MUST BE FILLED WITH ABC AT END OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:

Engineer of Record: G. Norris

Phone:303-757-9511   

Colorado Department of Transportation

Region 1 Traffic and Safety LR

2829 West Howard Place

Denver, CO 80204
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MEDIAN 9

CENTERLINE YELLOW SOLID 4"

ADJUST MANHOLE

CENTERLINE DOUBLE YELLOW SOLID 4"

CHANNELIZING LINE WHITE SOLID 8"

STORM DRAIN INLET PROTECTION (TYP)

ADJUST MANHOLE

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

50'0' 25' 100'

DAY. 

2. ALL CONCRETE PANELS REMOVED MUST BE FILLED WITH ABC AT END OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:

Engineer of Record: G. Norris
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Colorado Department of Transportation
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EXISTING SIGNAL
CENTERLINE DOUBLE YELLOW SOLID 4"

CHANNELIZING LINE WHITE SOLID 8"
MEDIAN 15

CENTERLINE YELLOW SOLID 4"

MEDIAN 16

STORM DRAIN INLET PROTECTION (TYP)
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SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

50'0' 25' 100'

DAY. 

2. ALL CONCRETE PANELS REMOVED MUST BE FILLED WITH ABC AT END OF 

LANE WIDTH MUST MATCH INTIAL.

1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 

NOTES:

Engineer of Record: G. Norris

Phone:303-757-9511   

Colorado Department of Transportation

Region 1 Traffic and Safety LR

2829 West Howard Place

Denver, CO 80204
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MEDIAN 16

STORM DRAIN INLET PROTECTION (TYP)

CENTERLINE YELLOW SOLID 4"

OVERHEAD ELECTRIC LINEOVERHEAD ELECTRIC LINE

ADJUST MANHOLE

SURFACES.

3. THE CONTRACTOR SHALL NOT PARK, STAGE, OR STOCKPILE ON PERMEABLE 

PLANS TO REFLECT CURRENT SITE CONDITIONS.

2. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL MAINTAIN SWMP 

CONSTRUCTION, FLOW ARROWS, AND TEMPORARY BMPs.

PLANS. THE PLAN SHALL SHOW: LIMITS OF DISTURBANCE, LIMITS OF 

1. THE SWMP ADMINISTRATOR FOR CONSTRUCTION SHALL COMPLETE SWMP 

SWMP NOTES:

50'0' 25' 100'

Engineer of Record: G. Norris

Phone:303-757-9511   

Colorado Department of Transportation

Region 1 Traffic and Safety LR

2829 West Howard Place
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2. ALL CONCRETE PANELS REMOVED MUST BE FILLED WITH ABC AT END OF 
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1. THERE SHALL NOT BE ANY PERMANENT REDUCTION TO LANE WIDTH. END 
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