
I-225 Planning and Environmental Linkages Study from Yosemite Street to I-25

Existing Traffic VolumesExisting Traffic Volumes

Belleview Ave.

Hampden Ave.

S. 
Yo

se
m

ite
 St

re
et

DTC Boulevard

S. Parker Rd.

S. 
Pe

or
ia 

St
.

125,650

124,700

29,450

11,200

27,450
64,450

12,300
5,350

71,
500

12,550

8,65
0

16,7
00

60
,75

0

5,625(4,760)

9,315(9,200)

665(405)

935(1,080)
2,185(1,800)

10,090(9,575)

850
(520

)

10,390(9,820)11,090(10,405)

6,2
05(

4,6
05)

37
,000

3,4
40(

2,9
60)

124,100 135,800

NORTH

25

25

225

= AM(PM) Peak Hour Traffic Volumes (vehicles per hour)

= Daily Traffic Volumes (vehicles per day)

LEGEND

XXXX

XXX(XXX)

60,000-80,000

80,000-100,000

>100,000

Daily Traffic Volumes (daily volumes are directional)

*Not to scale

0-10,000

10,000-20,000

20,000-30,000

30,000-40,000

40,000-50,000

20,
250

NOTE: All I-225 Traffic Information is for Southbound only


