GENERAL NOTES

1. TIMBER SIGN POSTS MAY ONLY BE USED FOR TEMPORARY SIGNAGE DURING CONSTRUCTION. TUBULAR STEEL SHALL BE USED FOR PERMANENT INSTALLATION.

2. FOR SIGN PLACEMENT, SEE STANDARD PLAN S-614-1.


4. BACKING ZEES ARE 3-INCH X 2-INCH X 3/8-INCH 2033 6061-T6 ALUMINUM CONFORMING TO ASTM D4956. THE TYPE SHALL BE AS DESCRIBED IN THE STANDARD SPECIFICATIONS AND/OR AS SHOWN ON THE PLANS.

5. BOLTS, NUTS, AND METAL WASHERS SHALL BE CARBONIZED BY CADDY PLATED.

6. 2-BAR LENGTH AND HOLE SPACING FOR AUXILIARY MARKERS TO BE THE SAME AS FOR CORRESPONDING ROUTE MARKERS.

7. WASHERS ON TIMBER POSTS SHALL BE 1 INCH DIAMETER.

8. VERTICAL SPACING BETWEEN PANELS SHALL BE 1 INCH MINIMUM TO 1.5 INCH MAXIMUM.

9. VERTICAL SPACING BETWEEN GROUPS OF PANELS SHALL BE 10 INCH MAXIMUM.

10. SUPPLEMENTAL PANELS MAY BE CENTERED RELATIVE TO THE PRIMARY PANELS. 2-BAR LENGTHS FOR SUPPLEMENTAL PANEL GROUPS MAY BE ADJUSTED TO FIT.